VK-PV XLPO iZOLELI
BAKIR ILETKENLI KABLOLA

VK-PV XLPO INSULATED CABLES e
WITH COPPER CONDUCTOR ' KABl G

H1Z272-K 1.0/1 KV(AC) TSEN 50618

1- Elektrolitik Cok Telli 1- Electrolitic Tinned
Kalay Kapli Bakir iletken flexible Conductor

2- LSZH-FR Capraz 2- LSZH-FR Cross-Linked
Bagli Polimer Compound

3- LSZH-FR Capraz 3- LSZH-FR Cross-Linked
Bagli Polimer Compound
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TEKNIK BILGILER KULLANMA YERI L
Tasarim Standard: EN 50618 VK-PV kablolari gtines enerjisi sistemleri EI
izin verilen Calisma Sicakligi: 90°C ve glines (fotovoltaik) hiicresi ve <
Anma Gerilimi: 1.0/1KV Ac panel sistemlerinde kullanilirlar. VK-PV J
Anma Gerilimi (Max Dc Voltaj): 1.5/1.5Kv kablolari, HD 60364-7 -712 sistemleri foe
Max kisa devre sicakligi: 250°C icinde kullanilabilir. Tavsiye edilen servis
Renkler: Siyah/Kirmizi omrii 25 yildir. 5

ny

APPLICATIONS
TECHNICAL DATA

Desing Standard: EN 50618 VK-PV are used in solar power and solar

Permissible Operating Tempature: 90°C enlergy ﬁrOdLéc:fln ap;r;lllclatlo:s, "
Operating Voltage (Rated Voltage): 1.0/1KV Ac 20tal €550 Al el Systs i

. VK-PV is suitable for usage in PV systems
Operating Voltage(Max. Voltage DC): 1.5/1.5Kv factured in compli ith
Max. Short Circuit Temapature: 250°C i mng oot S

) HD 60364-7-712.
colpurs: BlackiRed Recommended service life is 25 years.

Teknik Ozellikler / Technical Features

s Akim Tagima Max.Dc iletken Nom. =
Kesit Max. Dis Cap Kapasi:esi Direnci Agirhik Sevk Uzunlugu
Cross A Current Carryin Max. DC Nom. H

Séction Max.Outer Diameter Capach tyy g Resictunice Weigh Delivery Length
i 0 0° g
1,50 5,40 30 13,70 38,20 1000
2,50 5,90 41 8,21 50,80 1000
4,00 6,60 55 5,09 67,40 1000
6,00 7,40 70 339 90,20 1000
10,00 8,80 98 1,95 135,20 1000
16,00 10,10 132 1,24 205,10 1000
25,00 12,50 176 0,795 309,00 1000
35,00 14,00 218 0,565 416,40 1000
50,00 16,30 276 0,393 571,40 1000
70,00 18,70 347 0,277 810,60 1000
95,00 20,80 416 0,21 1001,70 1000
120,00 22,80 488 0,164 1274,90 1000
150,00 25,50 566 0,132 1674,10 1000
185,00 28,50 644 0,108 1987,10 1000
240,00 32,10 775 0,0817 2699,30 1000
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